Specification Sheet /| Recessed Downlight / L403-NI [V] MP I_l Cl HT' N CI
L403-NI

Application Interior/Exterior downlight with field replaceable LED zhaga
module (book 3).

Interior Recessed Downlight system - Commercial,
Institutional, Retail, Clinic, Hospitality, Religious,
Educational & Architecture

IP rating 54
Mounting Non-insulated housing with hanger bars to mount to joists.

Electrical 26.0W diode (standard)
17.0W diode (Xicato Artist)
20.0W diode (SORAA)

17.0W diode (Lumenetix)

26.0W diode (Daylight Spectrum)

Integral driver (standard) Input: 120V AC (Triac, 0-10V or
Lutron), 277V AC (0-10V)

Remote driver(Optional) Input: 120V AC or 277V AC (DMX

b

or DALI)
*Remote emergency driver/inverter options available
Shown with white finish(W) round(R) trim and (consult factory)
silver specular reflector(s) Power 26.0 Watt (standard) / 17.0 Watt (Xicato Artist) / 20.0 Watt
Consumption  (SORAA) /17.0 Watt (Lumenetix) / 26.0 Watt (Daylight
Type: Spectrum)

Light Qutput  (Go to page 2 for detail)
Project: *Tested at operating temperature at 85°C
*For photometric data, see page 03

Modified: Warranty 5 years limited warranty
Estimated useful life of LED is 50,000 hours.

Cut Out Size  Ceiling cut out 4”(102mm) aperture.

Quantity:
Material Aluminum. RoHS. RoHS compliant.
Weight 6.21lbs (2.82kg)

Notes: Approval
Q@Be
c™us c €
Malfunction and damage to product due to improper dimming
system installation or misuse will not be covered under
warranty. Only DC Drivers are recommended for dimming
systems. Consult MP Lighting for recommended drivers.
*MP Lighting reserves the right, at its sole discretion, at any
time and without notice, to make design changes to any of our
products.

Order Guide

Example: L403NI-26-D-W27-V-S-S-1-W
Code Housing Wattage Color Region Dimming Color CRI Reflector Reflector Color Finish
L403 - NI 26 -
NI =non- 26 = 26W 2 = MacAdam 2 step D = dimmable, 0~10V ~ W27 = 2700K S = 80+ standard CRI S = spot (159 $ = silver specular W = white
insulated (77 for 3 = MacAdam 3 step T = dimmable, phase W30 = 3000K V= 97 high CRI N = narrow flood (30°) B = black specular B = black
Xicato Artist) ) LU = dimmable, Lutron W35 = 3500K (only available in 2700K and  F = fiood (40°)
Machdam 3 isthe  w — pyx remote onfy)  HD= halogen dim /77X
default option L = DALI (remote only) ~ (2900K~1900K) X = Xicato Artist, 97CRI
*for more detail and L= Lumenetix, 97CRI

graph, go to page 6 *Halogen dim (tunable, range from

graph available on 1650k-4000K)
page 2 DAY = Daylight Spectrum, 97CRI
(available in 3000K only)

* Contact factory for Xicato,
SORAA, Lumenetix & Daylight
Spectrum options.

All technical information in this document is subject to change. Copyright © MP Lighting. www.mplighting.com t1.877.708.1184 604.708.1185 07-2018



Specification Sheet /| Recessed Downlight / L403-NI [V] MP Ll Cl HTI N CI

LIGHT OUTPUT:

Standard  (Xicato Artist)  (SORAA)  (Lumenetix) (Sunlike Spectrum)

1650K-4000K (80 CRI) - - -
(97CRLRY) - - - 800-1200im -

2700K (80+ CRl)  1504Im - - - -
(97CRLRY9)  944im 920Im 800Im - -

3000K (80+ CRl)  1584Im - - - -
(97CRLR9)  1008im  920im 824Im - 1380Im

3500K (80+ CRl)  1648m - - - -
(97CRLR9) - 920im - - -

DIMENSION:

04-7/8"  10-1/8"
0124mm  257mm

E 13-1/8" 4

333mm

17-5/8"
448mm

LED HALOGEN DIM GRAPH:
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LED Halogen Dim L403 = Actual halogen

All technical information in this document is subject to change. Copyright © MP Lighting. www.mplighting.com t1.877.708.1184 f604.708.1185 07-2018



Specification Sheet /| Recessed Downlight / L403-NI [V] MP Ll Cl HTI N CI

HALOGEN DIM LIGHT DISTRIBUTION:

2500K 2300K 2100K 1934K
PHOTOMETRIC DATA:
2700K, 80-+CRlI, Silver Specular 2700K, 97CRlI, Silver Specular
Polar Candela Distribution llluminance at a Distance Polar Candela Distribution llluminance at a Distance
Lumen: 1485Im, Spot Beam (15°) Lumen: 934Im, Spot Beam (15°)
180° 180°
Center Beam FC Beam Width : ) Center Beam FC Beam Width
-90° 90° -90°¢ 90°
3.0° 12553 08 0.8 3.0° 777.3 0.8 0.8
6.0' 3138 1.6 16 6.0' 194.3 16" 16
9.0’ 1395 23 2.4 9.0 864 24 2.4
45° U XN 450 12,07 785 3.1 3.2 45° y o120 486 3.1 3.0
45 \-approx. 4 4 \-approx. 4
11297 ¢d | 15.0 50.2 3.9° 39 6996 cd 15.0 311 3.9 3.9
SV max, 18.0° 349 4.7 47 Y max 18.0° 216 4.7 47
0° B 0°Spread: 14.8> [l 90° Spread: 15.0° 0° B 0°Spread: 14.9° [l 90° Spread: 14.9°
Lumen: 1466Im, Narrow Flood Beam (30°) Lumen: 921Im, Narrow Flood Beam (30°)
180° 180°
Center Beam FC | Beam Width \ Center Beam FC | Beam Width
-90° 90° -90° 90°
3.0 3919 1.6’ (0.49m) 3.0 2408 16" 17
6.0' 9.0 3.3’ (1.00m) 6.0’ 60.2 3.3 3.3
9.0’ 435 4.9’ (1.50m) 9.0° 268 49 50
. \ , ’ ’ 45° T XN 45 12,0 151 6.6 6.6
45 aopron| 45 12.0 245 6.5 (1.98m) 45 aprox | 43 ’ ' ’
3507 cd. 15.0' 157 8.2’ (2.50m) 2194 od 15.0 96 82 83
T max 18.0° 109 9.8’ (2.99m) [T\ max 18.0° 67 9.9 10.0°
0° B 0° Spread: 30.5° 0° [ o°spread: 30.7° [l 90° Spread: 31.0°
Lumen: 1566Im, Flood Beam (40°) Lumen: 985Im, Flood Beam (40°)
180° 180°
’ Center Beam FC Beam Width [ S ) Center Beam FC Beam Width
90° 90° -90° 90°
3.0 3001 22 2.2 3.0 188.1 22 22
6.0" 75.0 4.4 43 6.0 47.0 4.4 4.4'
9.0" 33 6.1 6.5 9.0 209 6.6° 6.6
. NN . 0 y 7 7 45° T XN 450 12,00 118 8.8 88
45 ADoK S 45 12.0 188 8.7 8.7 approx. | ' ’ ’
2701 ¢d 15.0' 120 10.9° 10.8' 1693 cd 15.0 7.5 11.0" 109
TUma 18.0' 83 131 130 [N max 18.0/ 52 132 13.1
0° [ 0° Spread: 40.0° I 90° Spread: 39.7° 0° [ 0° Spread: 40.2° I 90° Spread: 40.1°
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Specification Sheet /| Recessed Downlight / L403-NI [V] MP Ll Cl HTI N CI

PHOTOMETRIC DATA:

3000K, 80-+CRlI, Silver Specular 3000K, 97+CRlI, Silver Specular
Polar Candela Distribution llluminance at a Distance Polar Candela Distribution llluminance at a Distance
Lumen: 1575Im, Spot Beam (15°) Lumen: 1004Im, Spot Beam (15°)
180°
Center Beam FC Beam Width 0 90 Center Beam FC Beam Width
30 12083 08 08 3.0 8287 08 08
6.0 246 16 16 6.0’ 2072 16 16
0.0’ 1443 oa o4 9.0 2.1 24 24
12.0 811 32 32 45° appmx_y/ 450 1207 518 3.2 32
15.0' 519 39 40 7458 ¢d | 15.0° 331 390 40
| 18.0° 361 47 48 | VT . 18.0° 230 47" 48
0° B ooSpread: 1500 [l 90° Spread: 15.2° 0° [ o0°Spread: 15.0° [l 90° Spread: 15.0°

Lumen: 992Im, Narrow Flood Beam (30°)
Lumen: 1553Im, Narrow Flood Beam (30°)

180°
e . ‘ . Center Beam FC Beam Width
BEE i Center Beam FC | Beam Width <0 %
0 o 3.0 2637 17
3.0 415.2 1.6 6.0' 659 3.3
E0 1035 32 9.0 293 5.0
9.0 46.1 4.9 . o] 4 2 165 6.6
_45° X o 12.0" 26.0 6.5 - , ,
“ approx. | *° : , 2374 0d. 15.0 105 8.3
3737 ¢d 15.0 166 8.2 Tmac 18.0° 73 9.9'
| omax. . 18.0° 15 9.8’ —
. = 0° B 0° Spread: 30.9°
0° I o0° Spread: 30.5°
Lumen: 1061m, Flood Beam (40°)
Lumen: 1660m, Flood Beam (40°)
180°
180°
7 ) 1 Center Beam FC Beam Width
e . Center Beam FC Beam Width -90° 90°
R o 3.0 2022 22 2.2
3.0 3180 2.2 2.2'
6.0" 50.6 4.4 4.4
6.0" 795 4.4 4.3’
9.0 225 6.6’ 6.6"
9.0 353 6.6 6.5
.45° XN 450 12,07 126 8.8’ 8.8"
45° N e 1200 199 87 87 approx. |
approx. | | , , 1820 cd 15.0 81 11.00 11.0°
— 2862 ¢d. 15.0 127 10.9° 10.8 /\ y
/\ . Comax. 18.0’ 56 13.2' 13.1
Lomax. 18.0 88 13.1" 13.0" - . .
) - 0° 0° Spread: 40.3° 90° Spread: 40.1°
0 B o°spread: 4000 [l 90° Spread: 39.7° P P

All technical information in this document is subject to change. Copyright © MP Lighting. www.mplighting.com t1.877.708.1184 f604.708.1185 07-2018



Specification Sheet /| Recessed Downlight / L403-NI [V] MP Ll Cl HTI N CI

PHOTOMETRIC DATA:

3500K, 80-+CRlI, Silver Specular

Polar Candela Distribution llluminance at a Distance

Lumen: 1636Im, Spot Beam (15°)

180°
) W2 i Center Beam FC Beam Width
-90° 90°
3.0 13494 0.8 0.8
6.0’ 3373 1.6 1.6’
9.0’ 1499 2.4 2.4
45° 1 % o 12.0" 843 3.2 3.2
“ Capprox. | 4
19144 cd 15.0° 540 39 40
V- Tma 18.0° 375 47 48
0° [ o0°Spread: 15.0° [l 90° Spread: 15.2°

Lumen: 1615Im, Narrow Flood Beam (30°)

I 7 Center Beam FC Beam Width

-90° 90°

i 3.0 431.5 1.6"

6.0 107.9 3.3

9.0’ 479 4.9

45° - 12.0" 27.0 6.5
49 approx. | 4

"~ 3884 cd. 15.0" 173 8.2

T max 18.0 120 9.8

0° B 0° Spread: 30.5°

Lumen: 1725Im, Flood Beam (40°)

180°
1 R Center Beam FC Beam Width
-90° 9
3.0 3305 2.2 2.2
6.0' 826 44 43
9.0’ 367 6.6 6.5
-45° N gm0 12,07 207 8.7 87
“ approx. | 4
" 2975cd 15.0° 132 10.9° 10.8'
N max 18.0' 92 131 130
0° B o0°Spread: 40.0°0 [l 90° Spread: 39.7°

COLOR REGION CHROMATICITY GRAPH:

Color Region x-y Chart
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LED COLOR SPECTRUM:

Sunlight Sunlight Sunlight

u F V BN

Conventional LED Sunlight MP Dimmable Full Spectrum LED
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