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Project:

Type:

Hi-Lumee A-Series L3D dimming driver
Can be wired for 3-wire or EcoSystem® per diagrams below.

Compatible Controls

dimming by
LUTRON -.

Catalog number:

Product Part Number Fixtures per Control! Measured Light [ 1!‘
Output Range tllmlngm A-Series DR s
120V 217v 120V 217V B vy s FE
Nova T NTF-10- NTF-10-277- 141 1-44  [100% —1% prit el o
NTF-103P- NTF-103P-277- 1-20 1-33 100% — 1%
Novae NF-10- NF-10-277- 1-41 1-44 100% — 1% -
NF-103P- NF-103P-277- 1-20 1-33 100% — 1% —
Vareoe VF-10- 1-20 - 100% — 1% BT e vitionte e
Skylarke SF-10P- SF-12P-277- 1-20 1-33 100% — 1% ot —
SF-103P- SF-12P-277-3 1-20 1-33 | 100% — 1% it st bandB i |
Divae DVF-103P- DVF-103P-277- 1-20 1-33 100% — 1%
DVSCF-103P- DVSCF-103P-277- 1-20 1-33 [100% —1%
Ariadnie AYF-103P- AYF-103P-277- 1-20 1-44 100% — 1%
Viertie VTF-6A- 1-15 1-33 [100% — 1%
Maestroe MAF-6AM- MAF-6AM-277- 1-15 1-33 100% — 1%
MSCF-6AM- MSCF-6AM-277- 1-15 1-33 100% — 1%
Maestro Wirelesse MRF2-F6AN-DV- 1-15 1-33 [100% -1%
RadioTouche RTA-RX-F- 1-41 1-88 100% — 1%
Spacer Systeme SPSF-6A- SPSF-6A-277- 1-15 1-33 100% — 1%
SPSF-6AM- SPSF-6AM-277- 1-15 1-33 [100% —1%
Lyneoe Lx LXF-103PL- LXF-103PL-277- 1-20 1-33 100% — 1%
RadioRA & 2 RRD-FGAN-DV- 1-15 1-33 100% — 1%
HomeWorkse QS HQRD-FBAN-DV 1-15 1-33 [100% —1%
Interfaces ? PHPM-3F-120 1-41 - 100% — 1%
PHPM-3F-DV 1-41 1-88 [100% —1%
GRX-FDBI-16A 1-41 1-88 100% — 1%
PowPak v dimming Module w/ | RMJ-ECO32-DV-B 32 per EcoSystem link 100% — 1%
EcoSystem
Energi Savr Noder with QSN-1ECO-S,  QSN-2ECO-S 64 per EcoSystem link 100% — 1%
EcoSysteme -
- Driver Terminals
GRAFIK Eye o QS with QSGRJ-_E, 64 per EcoSystem link 100% — 1%
EcoSystem QSGR-_E
Quantume Various 64 per EcoSystem link 100% — 1% To the EcoSystem Digital Bus and additional drivers

Wiring Diagram for 3-Wire Control

Wiring Diagram for EcoSysteme Digital Control

Black (Switched Hot) Black (Switched Hot)
Black 120V or Black 120V or
Red 277V Red 277V
Thermal Blue Thermal Blue
Protector %k [9 Protector %k
ine
To White 1 i .
3wire  White (Neutral) Hi-lumee Voltage White (Neutral) yhite Hi-lume o
Dimmin A-Series A-Series
9 Dri Green (Ground) i
Control river Driver
Orange (Dimmed Hot) light Purple (E1) light
engine To H engine
EcoSysteme
Green (Ground) Digital Link P2 82,
CAUTION — READ AND FOLLOW ALL SAFETY INSTRUCTIONS SUPPLIED WITH THE FIXTURE. This wiring diagram is supplied for general reference purposes only.
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