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Hi-Lumee A-Series LTE dimming driver
Lutrone Dimming Modules/Panels, 120 Volt Only

Compatible Controls

Product

Part Number

Drivers per Control

Low-End Setting/Load-Type Setting*

HomeWorkse QS wallbox power module

HQRJ-WPM-6D-120-

1-10 (per output);
26 total per module

LED Lutrone A-Series 2-Wire

GRAFIK Eyee QS control unit

QSGR-,
QSGRJ-

1-10 (per output);
26 total per unit

Set load type to “Fluorescent Module”

HomeWorkse wallbox power module

HWI-WPM-6D-120

1-10 (per output);
26 total per module

GRAFIK Eyee 3000 control unit

GRX-3100-,
GRX-3500-

1-10 (per output);
26 total per unit

Set load type to “GRX-FDBI or GRX-TVI”

RPM-4U module (LCP, HomeWorkse QS,
GRAFIK Systemsw, Quantum e)

HW-RPM-4U-120,
LP-RPM-4U-120

1-26 (per output);
26 total per module

LED Lutrone A-Series 2-Wire

Set load type to “2-1”

RPM-4A module (LCP, HomeWorkse QS,
GRAFIK Systemsw, Quantume)

HW-RPM-4A-120,
LP-RPM-4A-120

1-13 (per output);
26 total per module

LED Lutrone A-Series 2-Wire

Set load type to “2-1"

GP dimming panels

Various

1-26

Set load type to “2-1”

*Setting the low-end trim and load type is necessary to ensure optimal performance and 1% dimming capability.

Wiring Diagram for Lutron® Dimming Modules/Panels
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CAUTION — READ AND FOLLOW ALL SAFETY INSTRUCTIONS SUPPLIED WITH THE FIXTURE. This wiring diagram is supplied for general reference purposes only.
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