
   
     

product specification 

Typical Section Detail 

ordering information - ALL FIELDS REQUIRED FOR PRODUCTION

voltage dimming

Rev. 09/13Inter-lux, Inc.  9385-K Gerwig Lane, Columbia, MD 21046 For questions call: (410) 381-1497 or email: orders@inter-lux.com

Project Name:
Fixture Type:
Distributor:
Dist PO: Inter-lux SO:

voltage dimmingseries

series

WG-B150LDL

option

WG-B150LDL

Whitegoods
Bezel
6” linear

- UNV
(120V -277V)

- S (no dimming)  STANDARD 2ft : 23 1/4” x 6 5/8”
3ft : 35 1/4” x 6 5/8”
4ft : 47 1/4” x 6 5/8”
5ft : 59 1/4” x 6 5/8”
6ft : 71 1/4” x 6 5/8”
8ft : 95 1/4” x 6 5/8”
10ft : 119 1/4” x 6 5/8”

- DH3  (1% Lutron 3-wire dimming, UNV)
- DHD  (1% Lutron EcoSystem digital

  dimming,UNV)
- DM7  (0-10V dimming, UNV)

Check one box above, sign and date

___________________________
Signature          Date

Approved

Approved with corrections noted

Revise and Resumbit

L1

Absolute Length & Quantity
L1 = ________ Qty = ______

150 Linear - Bezel - Quick Submittal Form
Fluorescent

option cut-out dimensions

other :
‘length’ - 3/4” x 6 5/8”

Example: 12’-0”
144” - 3/4” = 
143 1/4”

5 7/8"

5 3/4"

1/2" Bezel

 lamping

 lampinglength

length

(T5 wattages shown)

- T5
- T5HO

- 2FT
- 3FT
- 4FT
- 5FT
- 6FT
- 8FT
- 10FT

# of lamps

# of lamps

- 1 (single row)
2ft - 1x14W
3ft - 1x21W
4ft - 1x28W
5ft - 1x31W
6ft - 1x28W;1x21W
8ft - 3x21W
10ft - 2x28W;1x21W

- 2 (double row)
2ft - 2x14W
3ft - 2x21W
4ft - 2x28W
5ft - 2x31W
6ft - 2x28W;2x21W
8ft - 6x21W
10ft - 4x28W;2x21W

- EM
  Integral EM battery pack. Specify
  # of 4’ lamps on emergency circuit.
  e.g. EM1, EM2, etc. Requires
  separate power feed.
- 2C
  2 circuit for night light or
  generator. Specify # of lamps 
  on night light or generator
  circuit. e.g. 2C1, 2C2, etc.
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