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100 Linear Gimbal Specifications i nte r lU)(

Ordering Information

# of Lamps

120

Options

Voltage Options

WG-P100OLRG 2 LVR 50
plaster-in 3 low voltage FR
WG-B10OLRG 4 halogen MP
bezel GUS.3
Luminaire Watts
|| m Bezel trim or trimless ‘plaster-in’ m 50 =50W
> » " . .
b - / 4" multiple head gimbal for drywall
_C‘:L . _ltfr' ceilings. Voltage
A 4 inch linear recessed directional m Installation from below for remodel or m 120 =120V
multiple gimbal luminaire with minimal new construction. _ Power Supply!
visual impact. m ‘Easy click’ tool free installation of m DELV = electronic low voltage
- diecast aluminum lamp insert module. remote driver (included)
| ‘ m Die-cast aluminum trim housing with 120V = 60W, class 2, dimmable
heavy gauge galvanized steel yoke with .
, removable jbox from below ceiling. Options (Open aperture standard)
™ m Pre-wired with a ‘Plug and Play’ m CG=clear glass
[ electrical connection. m FR=frosted glass
£ m Open aperture standard, other lenses m MP = micro prismatic glass
| available (see options).
% m 30°tiltin all directions.

; )
m Powdercoat painted white - RAL 9010. See power supply page for details.

# of Lamps
m 2=2lamps (8 1/2"x 4 3/4")

m 3=3lamps (121/2" x 4 3/4")
m 4=4lamps (16 3/8" x4 3/4")
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_______

Lamp
m LVR =low voltage halogen GU5.3

——————

,,,,,,

——————

——————

. 410 3811497 inter-lux.com answers@inter-lux.com
W h | t e g 00 d S Inter-lux reserves the right to make technical changes without notice. (rev3) 1



100 Linear Gimbal Dimensions i nte r lU)(
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cutout dimensions
LRG2 (2 lamp) 8 1/2" x4 3/4"
LRG3 (3lamp)121/2" x4 3/4"
LRG4 (4 lamp) 16 3/8"x 4 3/4"
LRG2 See power supply page for details.
Plaster-in instructions

Bezel instructions
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100 Linear Gimbal Power Supplies i nte r lU)(

DELV (Electronic LV driver)

120V dimmable electronic low voltage driver.
Class 2 driver, maximum distance 10!
Supplied with enclosure (shown right) .

Black (L) Blue
Bk ® |

Power Supply
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