
SPECIFICATIONS
 O NE  P I E C E  DURABLE ,  CORROS I ON  RES I STANT ,  CAST  ALUM INUM  CONSTRUC T I ON .

L G 14 - 1 4 "  D IA .  S P HE RE ,  LG 16 - 1 6 "  D IA .  SPHERE ,  LG 18 - 1 8 "  D IA .  SPHERE ,  LG22 - 22 "  D IA .  
S P HERE ,  L G2 4 - 24 "  D IA .  SPHERE .  ONE  P I E C E  SEAMLESS  OPAL  ACRYL I C  SPHERE .
OP T I ON S :  O NE  P I E C E  SEAMLESS  CLEAR  ACRYL I C ,  SURROUNDS  TYPE  I I
             O R  TYP E  V  REFRACTOR .  

ME D I UM  O R  MOGUL  BASE  PORCELA IN .

( BY  O THERS )

H . P . F . / C . W . A .  A U T O T R A N S F O R M E R ,  - 2 0 ˚  S T A R T I N G  T E M P E R A T U R E .  E L E C T R I C A L  
CO MP O NENTS  ARE  MOUNTED  TO  A  REMOVABLE  BALLAST  TRAY .  BALLAST  I S  EQU I PPED  
W I TH  FACTORY  I NS TALLED  QU I CK  D I S CONNECT  PLUG .
 
H EAV Y  WALL  E XTRUDED  ALUM INUM  CONSTRUCT I ON .

P OLYES TE R  POWDE R  COAT -STATE  OF  THE  ART  20  PS I  PRESSURE  POWER  WA S H  A T  
1 4 0 ˚  T E M P E R A T U R E  I N C O R P O R A T E S  F O U R  S T E P  I R O N  P H O S P H A T E  P R O C E S S  T O  
C L E A N S E  A N D  P R E T R E A T  T H E  M E T A L  S U R F A C E  F O R  M A X I M U M  P A I N T  A D H E S I O N .  
E L ECTROS TAT I CALLY  APPL I ED  T EXTURED  POLYESTER  POWDER  TOPCOAT  I S  BA KED  A T  
400 ˚  T EMP ERATURE  FOR  MAX IMUM  HARDNESS  AND  EXTER I OR  DURAB I L I TY .
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          HOUSING:

OPTIONS:

LAMP HOLDER:

LAMP:

BALLAST:

MOUNTING:

FINISH:

ULR

U.L.  Listed for 
wet location 

LG

DIA.

CAT. NO.  DIA.  HEIGHT   E.P.A.

LG14

LG16

LG18

LG22

LG24

14"

16"

18"

22"

24"

19 ½"

22"

24"

28 ½"

33"

.88

1 . 1 1

1 .37

1 .98

2.33

HEIGHT

5-901WM 4-904-903-120 4-1203-1802-180

LG(400 WATT MAX.)
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WALL MOUNT

A L L  C A S T  A L U M I N U M  
CONSTRUCTION.

SEAMLESS ACRYLIC OR 
POLYCARBONATE.

LG

13"

LUMINAIRE ACCESSORIES
AND FITTER OPTIONS

W A T T A G E      T Y P E     V O L T A G E
L
G

MODEL
NO. :

MODEL
NO. :

SNOITPOHSINIFGNITNUOMEGATLOV    EPYT    EGATTAWSCITPO

FINISHOPTICS LAMP MOUNTING OPTIONS
YD FITTER . . . . . . . . . . . . . .YD

YE FITTER . . . . . . . . . . . . . .YE
400

250

175

150

100

75

70

50

HPS 120

MH 208

MV 240

277

480

MT

IL
INTERNAL
LOUVER

PRISMATIC GLASS
REFRACTOR

TYPE II I
TYPE V

PG-III

PG-V

HEAT SHIELD HT

YD

3" I .D.

3" I .D.

YE

YD FITTER
SUITABLE FOR 

USE WITH 
TWIST LOCK 
PHOTOCELL

YE FITTER
SUITABLE FOR 

USE WITH 
TWIST LOCK 
PHOTOCELL

(400 W. BALLAST REQUIRES
FITTER YD OR YE)

ORDERING INFORMATIONORDERING INFORMATIONORDERING INFORMATIONORDERING INFORMATION

EXTRUDED ALUMINUM ARM AND 
CAST ALUMINUM WALL BRACKET 
ASSEMBLY  PROVIDED WITH BUILT 
IN GASKETED WIRE ACCESS FOR 
FIXTURE/SUPPLY WIRE CONNECTION.

1/2" DIA. 
(4) HOLES

WALL PLATE

5 ½"

5 ½"

7" SQ.

W M . . . . . . .

P T . . . . . . . . . 

SEE
ARM SECTION 

FOR
ADDITIONAL

ARMS

CAT.  NO.   GLOBE     E.P.A.

LG14

LG16

LG18

LG22

LG24

14" DIA.

16" DIA.

18" DIA.

22" DIA.

24" DIA.

.88

1 . 1 1

1 .37

1 .98

2.33

STANDARD:

PRISMATIC GLASS
REFRACTOR

TYPE  III . . . . . . . PG-III

TYPE  V . . . . . . . .PG-V

DIFFUSER OPTIONS:
CLEAR
ACRYLIC . . . . . . . . . CA

CLEAR
POLYCARBONATE . .CP

OPAL
ACRYLIC. . . . . . . . . WA

OPAL
POLYCARBONATE . .WP

SPECIFY AFTER DIFFUSER
OPTION (EX: CA-PG-III)

INTERNAL LOUVER. . IL
SPECIFY AFTER DIFFUSER
OPTION (EX: CA-IL)

SPECIFY AFTER DIFFUSER
OPTION (EX: CP-OPT)

WIDE ANGLE
LOUVER . .  . . . . . .OPT
(RCGD22 ONLY)

HEAT SHIELD. . . . . .HT

HEAT SHIELD. . . . . . . . . . . .HT

PHOTO CELL + VOLTAGE
(EXAMPLE:  PC12OV) . . . . . PC+V

SINGLE FUSE 
(120V. ,  277V) . . . . . . . . . . .SF

HOUSE SIDE SHIELD 
                  90˚  . . . . . . . . . . HS 90˚
                  135˚ . . . . . . . . . .HS 135˚
                  180˚. . . . . . . . . . HS 180˚

DOUBLE FUSE 
(208V. ,  240V) . . . . . . . . . . .DF

LAMP SIZE:

LG14    100   WATT. MAX.
LG16    100   WATT. MAX.
LG18    175   WATT. MAX.
LG22   250  WATT. MAX.
LG24   400  WATT. MAX.
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WHITE
RAL-9003-T

GREEN
RAL-6005-T

GREY
RAL-7004-T

BLACK
RAL-9005-T

DRK BRONZE
RAL-8019-T

STANDARD
TEXTURED FINISH

FOR SMOOTH 
FINISH REMOVE 

SUFFIX “T”
(EXAMPLE: 
RAL-9500)

SEE WEBSITE FOR 
ADDITIONAL COLORS
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