
Product Description:

Features:
◦ Application: LED Post Top Lighting 

◦ Mounting: Pole Mount

◦ Warranty: 5 Years

◦ LED Source: 3030 Lumiled / Osram

◦ Operating Temperature: ‐4˚F ~ 113˚F

◦ Driver: Meanwell / Sosen

◦ Housing Material: Die cast aluminum

Technical Data:
Certifications

CRI
IP Rating

CCT
Input Voltage

Specifications:

Fixture Model
Total Lumens

(5000K)
Efficacy (lm/w)

Dimensions 

(inches)

Weight 

(lbs)

CROWN‐30W 3,762.9 lm >125 lm/W 19.26 x 19.26 x 38 22.04

CROWN‐60W 7,071.4 lm >117 lm/W 19.26 x 19.26 x 38 22.04

CROWN‐120W 13,802.3 lm >115 lm/W 19.26 x 19.26 x 38 22.04

CROWN Series

The CROWN Series post top provides an elegant and 

durable design that can withstand extreme working 

temperatures.  This series is well‐suited for parks, 

shopping malls, courtyards, streets, etc. The housing 

is made out of die cast aluminum with excellent heat 

dissipation and the surface is treated with a powder 

coated finish for corrosion and static resistance. The 

calculated life span for this fixture is 100,000 hours.

ETL
> 70
IP65

3K / 4K /5K
100‐277V  / 480V

Beam Angle

120˚
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Photometrics:

Ordering Guide:
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CROWN‐30W 100‐277VBL 50K 120˚

Wattage:
30W
60W
120W

Voltage:
100‐277V
480V

Color:
Black

Color
Temperature:

30K
40K
50K

Beam Angle:
120˚

3IN

Pole Sizing:
3IN: Fits 

standard 3" 
O.D. Pole

CROWN‐60W


