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H2O-P ARIEL

ORDERING GUIDE: H2O-P  H 2O (UNDERWATER)  P (PUCK)

CORD LENGTH
[10] 10'
[15] 15'
[20] 20'
[25] 25'

The Auroralight Ariel H2O-P is an amphibious IP68, directional LED luminaire. 
With it's compact size, the Ariel is perfect for smaller water features or hiding 
under aquatic plants or rocks. An innovative CAM-LOC™ Stand allows quick 
and secure, tool-less adjustment from above. Adding a spool kit provides 
stow space of slack cord for enhanced serviceability. 

Features include:
•	 IP68 LED Module in 4.5 Watts up to 336 Lumens Delivered
•	 Interchangeable PMMA Acrylic Optics
•	 2700K, 3000K (CRI 80 typ.)
•	 Thermally Integrated® w/ Copper Core Technology®
•	 12V Integral Constant Current Driver (Remote 12V AC/DC 

Transformer Required)
•	 Dimmable to <10% (TRIAC/Forward Phase) via 

Compatible Transformer
•	 Compatible w/ 12V AC/DC MLV or ELV Transformers
•	 Solid Brass Construction

LED COLOR
[27] 2700K
[30] 3000K

OPTIC 
[N] 20° Narrow
[M] 30° Medium
[W] 40° Wide
[WF] 50° Wide Flood
[SF] 60° Super Flood
[UF] 75° Ultra Flood
[A] All Optics Kit

GLARE SHIELD 
[60] 60° Angled
[90] 90° Straight
[NS] No Shield

FINISH
[NAT] Natural
[BLP] Bronze Living Patina
[BLP-XD] BLP Extra Dark

90° Straight

All shown as BLP-XD with side wire feed

60° Angled

No Shield
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CAT. #: H2O-P-

[CS] CAM-LOC Stand
Allows for fixture adjustment

 [CS-SK] Spool Kit
Stows slack cord

 [MB] Mount Bracket[CS-D/S]
Deluxe Spike

Adds (3) Stabilizing
spikes to stand

[CS-SK-D/S]
Spool Kit and Deluxe Spike

Adds (3) Stabilizing
spike to stand

MOUNT
[CS] CAM-LOC Stand 
[CS-SK] Stand w/ Spool Kit
[CS-D/S] Stand w/ 9" Deluxe Spike
[CS-SK-D/S] Stand w/ Spool Kit and 9" Deluxe Spike
[MB] Mount Bracket*
[MB-1/2] Mount Bracket w/ 1/2" NPS Male Adapter*

* Not compatible with [S] Side Wire Feed

WIRE FEED
[R] Rear 
[S] Side

INDICATES REQUIRED FIELD INDICATES OPTIONAL FIELD

Prefix

MOUNTS

CAM-LOC Stand Mount Bracket

4 1/2"
114mm

3 7/16"
87mm

3 1/2"
89mm

Adjustable Tilt Angle

2 1/4"
57mm

1/2" (NPS) Universal Thread

2 1/4"
57mm

No Shield90° Straight60° Angled

1 3/4"
44mm

2 11/16"
68mm

2 1/8"
55mm

1 3/4"
44mm

2 1/4"
57mm

2 1/8"
54mm

1 3/4"
44mm

1 1/2"
38mm

CAM-LOC Stand Mount Bracket
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