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TECHNICAL SHEET

Ciro - RD

Note:

Canopy finish matches housing

All specifications subject to change without notice     2019 almlighting.cominter-lux.com

Wattage and Control

Wattage "L" - 8.4 Watt / 1,311 lm

Wattage "M" - 12.6 Watt / 1,710 lm

EldoLED LutronWire Gauge

Remote Drivers:

Max. wiring distance / Load

#18AWG

#16AWG

#14AWG

30'

35'

50'

72'

118'

150'

Technical Data:

Color rendering index Ra min: 80 CRI, Available in 90 CRI

Reflector angle: 80°

Power and Voltage:

8.4 Watt / 18V / 500mA

12.6 Watt / 18V / 700mA

Control (Integral):

S - Non-Dim

D010 - 0-10V 10%

Control (Constant Current, Remote):

ECO30W - EldoLED 0-10V 1%

DFPN - Lutron Forward Phase 1%, 120VAC

PEQ1 - Lutron Hi-lume 1% EcoSystem

PEQ0 - Lutron Hi-lume Premier 0.1% EcoSystem

TypeModel

1282 P

P - Pendant

7

7"

Size Wattage

M

L

M

Color Temp

830

Voltage

1 - 120 VAC only

U - 120/277 V

U

Control

S

Finish

19

19 - Painted Anodized Aluminum

       RAL 9006 - Matte

21 - Painted White - RAL 9010 Matte

22 - Painted Custom Color

26 - Painted Black - RAL 9005 Matte

827 - 2,700K

830 - 3,000K

835 - 3,500K

840 - 4,000K

Fixture Weight : 7 lbs

S

D010

ECO30W

DFPN

PEQ1

PEQ0

Diffuser

SA

SA - Satin Clear Acrylic

Options

CC

CC - Clear Insulated

         Cable (Standard)

WC - White Cable

BC - Black Cable

4" Octagon Box

(By Others)

Line of Finished Ceiling

4.5" Dia. Ceiling Plate

Cross Bar

Metal Power Cable Gripper

18/3 SVT, Flexible Power Cord

Diffuser

Extruded Fixture Housing

LED Module Assembly

Driver

Bottom Trim

PERSPECTIVE VIEW

Electrical Power Feed

(By Others)

Remote Driver Housing

(Installed By Others)

Remote Driver Detail

Scale: N.T.S.

4" Octagon Box

(By Others)
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