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IP68

  (rev 3)       1

Ordering Information1         
F  ZG H  GR 24

Model Length Power Color Optics Voltage Options Housing

F ZG 6 
12 
24 
48

H 27 
30 
40 
TW

GR 24 C1
C2 
C3

ZG6 
ZG12 
ZG24 
ZG48

1Specify remote power supply separately below.

Luminaire
n Zero glare, linear graze light with high  

performance optics for outdoor and 
indoor use

n Trimless for seamless integration 
 into grade

n Single luminaire or continuous run of  
standard lengths, in/out feed 

n Linear optics/no discoloration

n IP67, UL STD 1598, wet location,  
Pedestrian driveover rated 3000 lb

n Stainless steel construction 304  
with clear tempered glass 3/8” thick

n Installation housing, stainless steel  
304 construction, direct concrete pour

n Supplied with oil and water resistant  
3.3’ (1m) feed cable standard

Length
n 6 = 6.9” (174mm) OAL 

n 12 = 12.6” (324mm) OAL 

n 24 = 24.4” (624mm) OAL

n 48 = 48” (1224mm) OAL

Power
n H = 11.9W/ft, 3000K, 320 lm/ft

Color Temperature
n 27 = 2700K

n 30 = 3000K

n 40 = 4000K

n TW = Tuneable white, 2200K - 6000K

n 2 Step MacAdam

n CRI: > 85

Optics
n GR = Graze  

(optimal setback 4” from wall) 

Voltage 
n 24 = 24Vdc fixture voltage

Options
n C1 = 10’ (3m) feed cable

n C2 = 20’ (6m) feed cable

n C3 = 30’ (9m) feed cable 

Housing
n ZG6 = 6” housing

n ZG12 = 12” housing

n ZG24 = 24” housing

n ZG48 = 48” housing

ZERO G  Specifications
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Power Supply2 (Remote)

Dim 
n OT96-D010: Osram 10% 0-10V dim, 96W, 

24VDC, 120-277VAC, remote mounted,  
supplied in a dry location enclosure. 

n LUT40-24V-D3W-DES (Lutron Hi-lume 40W, 
24V, 1% 3-wire or EcoSystem) 

n LUT40-24V-DFPN (Lutron Hi-lume 40W, 24V, 
1% Forward Phase) 

n LUT96-L3D0 (Lutron Hi-lume Premier  
96W, 24V, 0.1% 3-wire or EcoSytem) 

RGB
n EL96-DMX: Osram 96W 24VDC driver +  

EldoLED LIN100D2, DMX/Sequencer  
Interface (DMX control not included)

2See power supply pages for details.   No enclosure, unless stated.   lm80 values shown.
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GLASS COVER

ANTI-GLARE

OPTICS

LED BOARD

JUNCTION BOX AND
CABLE CONDUIT

 6.9"/12.7"/24.6"/48.2" 
(174mm/324mm/624mm/1224mm)

 7.8" 
(200mm)

300
(11,8")

 6.9"/12.7"/24.6"/48.2" 
(174mm/324mm/624mm/1224mm)
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SIDE HALF SECTION
VIEW WITHOUT BOM

INSTALLATION
INSTRUCTIONS
WITHOUT PART
DESCRIPTION



ZERO G  Dimensions
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ZERO G  Power Supplies

Qty. Part Number Description Case
Nominal Input 

Voltage (V)
Nominal Input 

Current (A)
Power  
Factor

Output Power  
Range (W)

Dimming  
Mode

Dimming  
Control

Dimming  
Range

Location 
Rating

D-520-24007 Osram non-dim 1
120 
277

0.97
0.39

0.9 1-96 N/A N/A N/A Damp

D-520-24006 Osram  0-10V dim 1
120 
277

0.97
0.39

0.9 1-96 PWM 0-10V 10 –100% Damp

IL-JB-LED-24003- 
120V-DFPN

Hi-Lume A Series 
LED LTE

2 120 0.38 0.99 5-40 PWM
Forward phase 

with neutral
1 –100% Dry

IL-JB-LED-24010-
UNV-D3W

Hi-Lume A Series 
LED L3D, 3-wire

2
120 
277

0.38 
0.17

0.99 
0.96

5-40 PWM 3-Wire 1 –100% Dry

IL-JB-LED-24010-
UNV-DES

Hi-Lume A Series 
LED L3D, EcoSystem

2
120 
277

0.37 
0.17

0.99 
0.96

5-40 PWM Ecosystem® 1 –100% Dry

Although it is possible to exceed the remote mounting distance, the installer and/or end user must take precautions to prevent and/or test the effects of EMI (electromagnetic interference).
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9.48" 
(241mm)

 8.94" 
(227mm)

1.17"
 (30mm)

1.68" 
(43mm)

YELLOW

24V DC (+)

Return (-)

DIM Return (-)

Black (L)

White (N)
VOLTAGE
120-277 V AC
50/60Hz Pout (max): 96 W

Vout: 24VDC
Iout: 0.04-4ADC

RED

Gray (-)

Purple (+)

0-10 V DC

Input
BLUE

n.c.

 
 

2.36"
(60.0mm)

2.20"
(56mm)

2.20"
(56mm)

2.36"
(60mm)

24VDC
+ –

LoadLoad side:  use 30 to 14 
AWG wire

Line side: use 20 to 12 AWG wire

Line

N L

1.20"
(31mm)

Red(+)

Blue(-)

Black (L)

White (N)

VOLTAGE
120-277 VAC
50/60Hz

Input

24V DC 
Output

 (+)

 (-)

Black (L)

White (N)

VOLTAGE
120 VAC
50/60Hz

Input

24V DC 
Output

Case 1 (no enclosure) Case 2 Hi-Lume, case K (enclosure supplied)

Wiring Diagram for 3-Wire Control Wiring Diagram for EcoSystem® Digital Control
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Note: Colors shown correspond to terminal blocks on driver. Note: Colors shown correspond to terminal blocks on driver. 
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Wiring Diagram for Forward Phase Control

Note: Colors shown correspond to terminal blocks on driver. 
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(0-10V dim)

White (N)

Purple (+)

Gray (-)

W
irin

g
 d

iag
ram

s

96W Non-Dim

L3D (3-wire)

96W Dim LTE (forward  phase with neutral)

L3D (Ecosystem®) Maximum wiring distance*

Load per driver

Osram Lutron
Wire gauge ≤48W ≤72W ≤96W ≤40W

#18AWG 37’ 25’ 18’ 15’

#16AWG 59’ 39’ 29’ 25’

#14AWG 95’ 63’ 47’ 40’

#12AWG 151’ 101’ 75’ 60’

#10AWG  241’ 160’ 120’ —

* Voltage drop guide for 24VDC. Actual Voltage drop 
to be calculated by installer

1.38”
(35mm)

3.0”
(76mm)

4.9”
(124mm)

4.6”
(117mm)

1.0”
(25mm)

4.2”
(107mm)

0.64”
(16mm)

0.88”
(22mm)

1.99”
(51mm)

4.42”
(36mm)

1.53”
(39mm)

supplied in dry 
location enclosure

2.0”

3.5”
4.5”

 9.0”


	Combo Box 1: [ ]
	Combo Box 2: [ ]
	Combo Box 3: [ ]
	Combo Box 4: [ ]


