
APPLICATION
A decorative cylinder for surface, wall, cable or pendant mount is ideal for applications that 
require high lumen output, long lamp life and energy saving benefits of LED technology.

FEATURES AND BENEFITS
• Architectural aluminum cylinder housing with powder coat finish.
• Unique 2-part cylinder housing with exposed fins allows proper ventilation of LED engine.
• Mounting options include: Pendant Stem, Wall, Surface, Cord, and Yoke. 
• Separate models available for our remote driver platforms of IRD and CentralDrive® (see 

below).
• Reflector feature a variety of lenses which are regressed. See page 2.
• Custom colors available.

TECHNICAL DATA
• Input: 120 to 277 VAC, 50-60 Hz, 347V optional. 
• 0-10V 1% (linear) dimming. Other options available.
• CRI = 80. Available in 90 CRI.
• Expected lamp life to be 50,000 hours with 70% lumen maintenance when ambient tem-

peratures do not exceed 35°C. Lower ambient temperatures yield longer lamp life.

SERIES C68 LENSED
Decorative LED Cylinders 
829-8559 Lumens

Damp Location
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REMOTE DRIVER OPTIONS (PUBLISHED SEPARATELY)
IRD (In-ceiling Remote Driver) features a housing with driver that is recessed in the ceiling 
and operates a single lighting fixture.  Benefits include small 0.25” thick ceiling canopies, 
emergency (EM) options, and longer driver life due to reduced exposure to the heat of the 
LED engine.  Both new construction and remodel style housings are available.

CentralDrive® system features a remote panel that operates multiple lighting fixtures.  This 
remote panel can be installed in an easy-to-access area such as a utility closet.  Benefits 
are the same as our IRD system as well as easy driver replacement.

Lighting fixtures for these remote driver systems are published separately and can be found 
on our website.  Please contact our sales team for more information on these options.

weight: 10.2 lbs

weight: 11.2 lbs

14.59"

8"

6"

M

ADE IN USA
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Example: C68SLB79V804KM40DAMB

Example: PK24WDMX

Pendant Stem Stem Length Finish Options

PK = Swivel Pendant Kit
Stem Length in increments of 12 
Inches (Add 1.5” for Canopy)

W = White

B = Black

Z = Bronze

DMX = Pendant Kit for DMX Models

Catalog #:

Stem Kit Specification:
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H O W  T O  O R D E R

Manufactured and tested to UL#1598/8750 and CSA standards. 
All Pathway® products meet or exceed requirements as established by the 
National Electrical Code. Specifications subject to change without notice.       

Fixture: Type:

Project:

Fixture Series Delivered Lumens (Range) Color Temp. Beam Dist. Dimming Finishes Options

Surface C68SLB79V

Pendant C68PLB79V

Wall C68WLB79V

Straight Cord C68A* LB79V

Adjustable Yoke C68YLB79V

10 = 829L - 941L, 8W
20 = 1658L - 1882L, 16W
30 = 2412L - 2739L, 24W
40 = 3166L - 3595L, 32W 
50 = 3920L - 4451L, 41W
60 = 4674L - 5307L, 50W
70 = 5578L - 6334L, 63W
80 = 6483L - 7360L, 75W
90 = 7010L - 7959L, 82W
100 = 7538L - 8559L, 91W

C9 = 90 CRI

See following page for 
details on delivered lumens.

5K = 5000K

4K = 4000K

35K  = 3500K

3K = 3000K

27K = 2700K

L = Primary 
reflector for 
lensed trim

See lens 
descriptions 

below for beam
distributions

Blank = No Dimming

DA = Xitanium 1% 
0-10V (linear) 

standard

See Next Page for 
Dimming Options

blank = Matte White
MB  = Matte Black

SA  = Satin Aluminum
BZ = Bronze 

COLORS (See Last Page)

F = Fuse and Fuse 
Holder

IEM^ = EM 
Battery Pack 

w/ Integral Test 
Switch. 

Special ceiling 
canopy required.  
Not available in 

wall mount

 

Example: 6PLEDL3SCLPF

* 1 = White canopy/ White cord 
 2 = White canopy/ Black cord                  
 3 = Black canopy/ White cord
 4 = Black canopy/ Black cord

5 = Bronze canopy/ White cord
6 = Bronze canopy/ Black cord
7 = Silver canopy/ White cord
8 = Silver canopy/ Black cord

9 = White canopy/ Clear cord
10 = Black canopy/ Clear cord
11 = Silver canopy/ Clear cord
12 = Bronze canopy/ Clear cord

Trim Trim Finish w/polished flange

6PLED – Downlight Reflector for Deep Regressed Lens

L3 – C73 Prismatic Glass Lens (58° beam)
L5 – Frosted Glass Lens (59° beam)
L6 – Frosted Acrylic Lens (57° beam)
L7 – Solite Micro-Prismatic Lens (62° beam)
L8 – Clear Poly-Carbonate Lens (64° beam)
L9 – Clear Tempered Glass Lens (64° beam)
SCLPF – Soft Specular Clear Alzak
HAZPF –  Haze Alzak

For white painted flange,drop “PF” from Catalog #. 
For other finishes, consult last page.
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Dimming Options: 
Specify option by suffix (shown in bold-face type)
Our White Paper regarding Linear vs. Logarithmic Operating Characteristics is available in our 'Downloads' section of our website, or 
you may request one by emailing Sales@PathwayLighting.com

DMX^ Dimming Options 
(interfaced through 0-10V driver)

DMX Dimming Options
RDM Compliant Trimode Options

Maximum Lumen Designation of 90

XA = DMX Xitanium 1% (linear)^
XB = DMX Xitanium 1% (logarithmic)^
XC = DMX EldoLED 0% (logarithmic)^
XD = DMX EldoLED 1% (logarithmic)^
XE = DMX EldoLED 0% (linear)^
XF = DMX EldoLED 1% (linear)^

Maximum Lumen 
Designation of 30

XG = EldoLED 0% (logarithmic)
XH = EldoLED 0% (linear)

Maximum Lumen Designation of 80

DQ = 2-Wire forward/reverse phase 
(120V) and 0-10V (1% linear)

Lumen Designation of 100 Only

XR = DMX 1% (linear) 

0-10V Dimming Options Lutron Dimming Options DALI Dimming Options Foward/Reverse Phase Options

Maximum Lumen Designation of 90

DA = Xitanium 1% 0-10V (linear) 
DB = Xitanium 1% 0-10V (logarithmic)                             
DC = EldoLED 0-10V 0% (logarithmic)*
DD = EldoLED 0-10V 1% (logarithmic)*
DE = EldoLED 0-10V 0% (linear)*
DF = EldoLED 0-10V 1% (linear)*

Maximum Lumen
Designation of 40

DG = Lutron Eco 1% (linear)
DH = Lutron 3 wire 1% (linear)
DJ = Lutron 2 wire 1% (linear)

Maximum Lumen Designation of 90

DK = EldoLED DALI 0% (logarithmic)
DL = EldoLED DALI 1% (logarithmic)

Lumen Designation of 100 Only

DP = ERP 120V Forward/Reverse Phase 
1% (linear), lumen designation 100 onlyMaximum Lumen Designation of 60

DS = 0-10V 1% (linear) 347V only, 
DT = 0-10V 1% (linear) dim to off

Lumen Designation of 100 Only

DR = ERP 01-10V 1% (linear) 

^ DMX options require the use of the DMX ceiling canopy which aren't compatible with emergency battery option.
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D E L I V E R E D  L U M E N S

Above Values reflect 3500K color temperatures. 
Scaling factors for other temperatures: 2700K = .92 ; 3000K = .97 ; 4000K = 1.01; 5000K = 1.04
Scaling factor for 90 CRI = 0.83

Delivered Lumen Data (3500K Color Temperature) - C73 Prismatic Glass

FIXTURE TRIM WATTAGE RATED 
LUMENS

DELIVERED 
LUMENS

BEAM 
DISTRIBUTION LPW

C68SLB79V1035KL 6PLEDL3SCLPF 8 1000 916 58° 114.50

C68SLB79V2035KL 6PLEDL3SCLPF 16 2000 1832 58° 114.50

C68SLB79V3035KL 6PLEDL3SCLPF 24 3000 2665 58° 111.04

C68SLB79V4035KL 6PLEDL3SCLPF 32 4000 3498 58° 109.31

C68SLB79V5035KL 6PLEDL3SCLPF 41 5000 4265 58° 104.02

C68SLB79V6035KL 6PLEDL3SCLPF 50 6000 5164 58° 103.28

C68SLB79V7035KL 6PLEDL3SCLPF 63 7000 6164 58° 97.84

C68SLB79V8035KL 6PLEDL3SCLPF 75 8000 6490 58° 86.53

C68SLB79V9035KL 6PLEDL3SCLPF 82 9000 7745 58° 94.45

C68SLB79V10035KL 6PLEDL3SCLPF 91 10000 8329 58° 91.53

Delivered Lumen Data (3500K Color Temperature) - Frosted Acrylic

FIXTURE TRIM WATTAGE RATED 
LUMENS

DELIVERED 
LUMENS

BEAM 
DISTRIBUTION LPW

C68SLB79V1035KL 6PLEDL6SCLPF 8 1000 869 57° 108.63

C68SLB79V2035KL 6PLEDL6SCLPF 16 2000 1739 57° 108.69

C68SLB79V3035KL 6PLEDL6SCLPF 24 3000 2560 57° 106.67

C68SLB79V4035KL 6PLEDL6SCLPF 32 4000 3320 57° 103.75

C68SLB79V5035KL 6PLEDL6SCLPF 41 5000 4111 57° 100.27

C68SLB79V6035KL 6PLEDL6SCLPF 50 6000 4902 57° 98.04

C68SLB79V7035KL 6PLEDL6SCLPF 63 7000 5851 57° 92.87

C68SLB79V8035KL 6PLEDL6SCLPF 75 8000 6799 57° 90.65

C68SLB79V9035KL 6PLEDL6SCLPF 82 9000 7352 57° 89.66

C68SLB79V10035KL 6PLEDL6SCLPF 91 10000 7926 57° 87.10

Delivered Lumen Data (3500K Color Temperature) - Solite Micro-Prismatic Glass

FIXTURE TRIM WATTAGE RATED
LUMENS

DELIVERED 
LUMENS

BEAM 
DISTRIBUTION LPW

C68SLB79V1035KL 6PLEDL7SCLPF 8 1000 905 62° 113.13

C68SLB79V2035KL 6PLEDL7SCLPF 16 2000 1921 62° 120.06

C68SLB79V3035KL 6PLEDL7SCLPF 24 3000 2795 62° 116.46

C68SLB79V4035KL 6PLEDL7SCLPF 32 4000 3668 62° 114.63

C68SLB79V5035KL 6PLEDL7SCLPF 41 5000 4780 62° 116.59

C68SLB79V6035KL 6PLEDL7SCLPF 50 6000 5415 62° 108.30

C68SLB79V7035KL 6PLEDL7SCLPF 63 7000 6463 62° 102.59

C68SLB79V8035KL 6PLEDL7SCLPF 75 8000 7511 62° 100.15

C68SLB79V9035KL 6PLEDL7SCLPF 82 9000 8122 62° 99.05

C68SLB79V10035KL 6PLEDL7SCLPF 91 10000 8733 62° 95.97
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Delivered Lumen Data (3500K Color Temperature) - Clear Poly Carbonate Lens

FIXTURE TRIM WATTAGE RATED 
LUMENS

DELIVERED 
LUMENS

BEAM 
DISTRIBUTION LPW

C68SLB79V1035KL 6PLEDL8SCLPF 8 1000 939 64° 117.38

C68SLB79V2035KL 6PLEDL8SCLPF 16 2000 1878 64° 117.38

C68SLB79V3035KL 6PLEDL8SCLPF 24 3000 2733 64° 113.88

C68SLB79V4035KL 6PLEDL8SCLPF 32 4000 3587 64° 112.09

C68SLB79V5035KL 6PLEDL8SCLPF 41 5000 4441 64° 108.32

C68SLB79V6035KL 6PLEDL8SCLPF 50 6000 5295 64° 105.90

C68SLB79V7035KL 6PLEDL8SCLPF 63 7000 6320 64° 100.32

C68SLB79V8035KL 6PLEDL8SCLPF 75 8000 7345 64° 97.93

C68SLB79V9035KL 6PLEDL8SCLPF 82 9000 7942 64° 96.85

C68SLB79V10035KL 6PLEDL8SCLPF 91 10000 8540 64° 93.85

D E L I V E R E D  L U M E N S

Delivered Lumen Data (3500K Color Temperature) - Clear Tempered Glass

FIXTURE TRIM WATTAGE RATED 
LUMENS

DELIVERED 
LUMENS

BEAM 
DISTRIBUTION LPW

C68SLB79V1035KL 6PLEDL9SCLPF 8 1000 939 64° 117.38

C68SLB79V2035KL 6PLEDL9SCLPF 16 2000 1878 64° 117.38

C68SLB79V3035KL 6PLEDL9SCLPF 24 3000 2733 64° 113.88

C68SLB79V4035KL 6PLEDL9SCLPF 32 4000 3587 64° 112.09

C68SLB79V5035KL 6PLEDL9SCLPF 41 5000 4441 64° 108.32

C68SLB79V6035KL 6PLEDL9SCLPF 50 6000 5295 64° 105.90

C68SLB79V7035KL 6PLEDL9SCLPF 63 7000 6320 64° 100.32

C68SLB79V8035KL 6PLEDL9SCLPF 75 8000 7345 64° 97.93

C68SLB79V9035KL 6PLEDL9SCLPF 82 9000 7942 64° 96.85

C68SLB79V10035KL 6PLEDL9SCLPF 91 10000 8540 64° 93.85

Above Values reflect 3500K color temperatures. 
Scaling factors for other temperatures: 2700K = .92 ; 3000K = .97 ; 4000K = 1.01; 5000K = 1.04
Scaling factor for 90 CRI = 0.83
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Pendant Mount Straight Cord Coiled Cord

Wall Mount Universal DMX Ceiling Canopy Emergency Ceiling Canopy

12.75"
diameter

2.59"

Available for surface, pendant stem and straight cord 
mounting styles and emergency options (IEM). Not 
available on wall mount models.

 Standard bracket protrudes 3.25” from wall. 
Mounts to 4” octagon junction box.Wall bracket 
for DMX products protrudes 5.17’’ from wall.

8.29"

10.76"

17.63"

5"

1-7/16"

Specify stem 
length in 

increments of 
12"

2.0"

10.24"

Supplied with 10' field adjustable aviation cable and 
either straight or coiled cord. Ceiling canopy to match 
finish on cylinder housing. Custom lengths available.

Supplied with 10' field adjustable aviation cable and 
either straight or coiled cord. Ceiling canopy to match 
finish on cylinder housing. Custom lengths available.

Yoke Mount
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C O L O R  C H A R T

Standard Finishes (Powder Coat)

Special Finishes Available. Contact our sales department.

Matte Black (MB) Bronze (BZ) Satin Aluminum (SA) Matte White (Blank)

LCBV1.1
PAGE 7


	Text Field 10: 
	Text Field 9: 
	Text Field 11: 
	Text Field 12: 
	Text Field 13: 
	Text Field 14: 


