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FEATURES  SPECIFICATIONS 
 

 Diecast aluminum finish provides an encloser for the LED 

 Equipped with high-end LED lights 

 Easy installation with mouse-trap spring clips for remodel 
applications 

 Independent power supply box, easy to maintain and replace 

 Triac and ELV dimmable (100%-10% dimming capacity) 

 CRI of 87+  

 30° beam angle  

 120 VAC input voltage 

 Listed for feed-through wiring 

 
 

 

*50,000 hours at 70% 

Input Voltage 120 VAC 

Wattage 10W 

Cutout 5-5/8” x 1-1/16” 

CCT 3000K, 4000K 

Beam Angle 30° 

Dimming Triac, ELV 

CRI 87+ 

Lumen Output 750 

Efficacy 75 

Lamp life* 50,000 hours 

Environment Damp 

Warranty 5 years 

Certification 

 

 

ORDERING INSTRUCTIONS 

MODEL  CCT  FINISH  

BL-MR5L-10W -  - MWB  

  3D-30: 3000K    

  4D-30: 4000K    

 

OPTIONAL ACCESSORIES ORDERING INFORMATION 

    

 

MODEL: BL-MR5-NC  
 New Construction Frame 

 

MODEL:  BL-MR5-INSERT-MW  

 White internal cover 
Needs 1 piece for BL-MR5L-10W-
3D-30-MWB 

PHOTOMETRIC DATA 

  
 


