
ACP SERIES

LumenArt, Ltd. 3333 W. 47th St., Chicago, IL 60632
Phone 773-254-0744 Fax 773-254-0767 www.lumenart.com

TYPE

DATE

CAT. #

PROJECT

COMMENTS

PREPARED
BY

ACP24x8-TAN TRILAM

SPECIFICATIONS
Construction
Steel wire body painted after
fabrication.  Material lami-
nated to heavy white translu-
cent styrene.

Bottom Shielding
Matte white acryilc

Finishes
Metal hardware is available
in satin nickel, polished
nickel, bronze and black.

Mounting
Mounts to octagon junction
box or 4x4 junction box with
round mud ring.

Electrical
ETL listed dry location only.
120v.  Dims with high quality
triac dimmer.

Suspension
72” black or white cord.

LED
Energy efficient long life LED
light engine.
3xAC12 36w 2181 fixture lumens
4xAC12 36w 2900 fixture lumens
5xAC12 36w 3592 fixture lumens

Family Model Lamping Volt Finish
120v Satin Nickel

Polish Nickel
Bronze
Black

SN
PN
SN
BK

Suspension
BC  Black Cord
WC White Cord

 Fabric
Linen
White
Cream
Champagne

ACP
Value
Pendant

24” DIA x 8”

Fabric
TriLam*
White
Cream
Tan

*Wipedown

ACP   24x8      ___xAC12       k 120

Options
WT White acyrlic top
CT Clear acrylic top

3xAC12 36w
4xAC12 48w
5xAC12 60w

Color
2700k
3000k
3500k
4000k
LED
80+CRI

24 in

8 in


