TYPE:

CATALOG NO.

PROJECT NAME:

COMMENTS:

PRIME

PRIME 3” LED ARCHITECTURAL
SQUARE FLANGED WALL WASH

PREPARED BY:

JOB INFORMATION
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USE OF PRODUCT ADJUSTMENT THERMAL MANAGEMENT
The 3" PRIME Wall Wash is a small aperture fixture with shallow - Light engine locked at 25° tilt, consult factory for other Ambient temperatures at fixture location should not exceed
height that may be used in residential and commercial tilt setting. -20° to 40°C.
applications. Available in die cast trims, with an assortment of - Housing provides for 359° locking rotation
color temperatures, optics and dimmable drivers. - Aperture collar adjusts 15°+ horizontally within frame for EMERGENCY BATTERY
square ceiling alignment. Optional emergency battery available for a minimum of 90
PRIME FEATURES - Collar notch allows for easy alignment for square applications. minutes with remote test switch in 800 delivered lumens.
Color Temperature: 2700K, 3000K, 3500K, or 4000K - Aperture collar compatible up to 1%2" ceiling thickness.
SDCM: 2 step binning - Consult factory for made to order aperture collars TRIM
Color Rendering Index: 93+ CRI exceeding 1%2". Trim available in die cast or spun aluminum. Consult factory for
Optical Lens: 12°, 22°, 27°, 35°, 45° made to order finishes. Flanged trim is compatible with all
Trim: Die dast OPTICAL LENS & FILTERS (Field Replaceable) ceiling materials.
LED Life: 50,000 Hours Field replaceable optical lens available in 12°, 22°, 27°, 35° and
LED Type: Cree LED 45°. Easily achieve narrow spot to wide flood beam pattern. LABELS/COMPLIANCE/WARRANTY
Driver Info: 120-277V, 50/60 Hz, PF>0.9, THD<0.20 - CSA Listed for US and Canada
Warranty: 5 year limited warranty DIMMING - Dry/Damp/Wet location rated.
Available in 8 driver selections. (ID) Standard all-inclusive - Energy Star
LED ENGINE ELV(120V), Triac(120V), and 0-10V(120-277V) dimming driver - Title 24, JA8 Compliant
LED engine available with CREE LEDs in 2700K, 3000K, 3500K, or called Intelligent Drive, 120-277V. (PEQO) Lutron Hi-Lume - 5 Year limited warranty
4000K in standard 93+ CRI. 2 Step MacAdam ellipse allows for Premier Ecosystem 0.1% w/soft on, fade to black dimming,
color consistency between fixtures. LED mounted to aluminum 120-277V. (LDE1) Lutron Hi-Lume 1% Ecosystem with soft on,
heat sink for maximum life output and thermal management. LED fade to black dimming, 120-277V. (LDES) Lutron Hi-Lume 5%
engine is accessible from below ceiling. Ecosystem, 120-277V. (LTE) Hi-Lume 1% 2-wire, 120V. (L3DA)
Hi-lume 1% EcoSystem/3-Wire L3D Driver (EEIl) eldoLED Eco 1%
FRAME CONSTRUCTION Dim (0-10V), 120-277V. (EDIO) eldoLED Solo 0.1% Dim(0-10V),
IC rated housing constructed from 16 gauge heavy duty powder 120-277V. (EDID) eldoLED Solo 0.1% Dim(DALI), 120-277V.
coated cold rolled steel frame. Junction box with 1/2" knockouts. Driver accessible from below ceiling.

Butterfly bracket included to accommodate adjustable bar
hangers or C-channel

ordered separately). .
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ORDERING INFO
| RPA3 | H H H H H |

PRIME 8-810Im 27 - 2700K UNV - 120-277V ID- Standard all-inclusive ELV, Triac, and 0-10V dimming driver (Intelligent Drive) 12-12° None - Leave blank
SERIES 11-1110Im 30 - 3000K 120 - 120V PEQO - Lutron Hi-lume Premier Ecosystem 0.1% w/soft on, fade to black dimming 22-22° F - Frosted
13-13401m 35 - 3500K 347 - 347V LDEIZ - Lutron Hi-Lume 1% Ecosystem with soft on, fade to black dimming 27 -27° H - Honeycomb
40 - 4000K LTE - Hi-Lume 1% 2-wire 35-35° S - Solite

L3DA - Hilume 1% EcoSystem/3-Wire L3D Driver 45-45 L - Linear
EET’, ¢ldoLED Eco 1% Dim (0-10V)

EDIO’"- eldoLED Solo 0.1% Dim (0-10V)

EDID"’- eldoLED Solo 0.1% Dim (DALI)

1. Inteligent Drive is the standard driver.
2. Ceiling access reqired.
3. Must specify logarithmic or linear eldoLED diver.

2 N 3
IC - IC New Construction ~ SFW - Square Flanged Wall Wash ~ AH - Adjustable bar hanger ERS - Emergency battery with remote switch (800 Lumens)
C - C Channel bar hanger CP - Chicago Plenum
B - Flat bar hanger

TRIM ORDERING INFORMATION

Aperture Size / Shape / Trim Type / Style Bevel Type Bevel Finish

3SFA - 3" Square Flange Accent

CL - Die cast opening W - White W - White WL - Wet location
B - Black B - Black
BZ - Bronze BZ - Bronze
C-Clear MTO - Made to order

MTO - Made to order
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PRIME

PRIME 3” LED ARCHITECTURAL
SQUARE FLANGED WALL WASH

DIMENSIONS

o
IC Housing ‘
3-7/8" 11-3/4" 15-1/2"

‘ 15-5/8" ‘

—

4-5/8"

1-5/8"

Module & Heatsink
4-3/4"

1-1/8"
LED Holder (Body) g N
L e
Optics 15/16"

|
Filter L 13/16”—1

=

@
7/16" 9/16"
1

L 2-1/4" _

LED Holder (Head)

1-1/8"

Trim

— 2-7/16"—
3-3/8"
4-7/16"
Accent

LUMEN CHART
I ——

Wattage  Delivered Lumens  Voltage CRI
10w 810 Lm 120-277V. 93+
14W 1110 Lm 120-277V | 93+
20W 1340 Lm 120-277V__ 93+

*Above chart and ordering information reflect
delivered lumens based on 3000K, 35° optical lens, with white bevel.
**Lumens will vary based on CCT, optical lens, and bevel finish

FRAME ACCESSORIES

e STEENT
Flat Bar Hanger

C Channel Bar Hanger

’7 25-3/16"

f 0°-90°Tilt

»

L

4/

C Channel Bar Hanger

147" - 255"

0-90°Tilt

Mo
g

8

Locked at 90°

TRIM THICKNESS

Die Cast
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PRIME

PRIME 3” LED ARCHITECTURAL
SQUARE FLANGED WALL WASH

w

AT-A-GLANCE TECHNICAL INFORMATION o

Y

RPA - 8L RPA - 8L RPA - 8L <

12° Beam, Square Accent 22° Beam, Square Accent 27° Beam, Square Accent a

TEST DATE 2019-07-12 TEST DATE 2019-07-12 TEST DATE 2019-07-12 E

SERIES RPA3-8L-30K-12°- Square Accent SERIES RPA3-8L-30K-22°- Square Accent SERIES RPA3-8L-30K-27°- Square Accent Ijz

LUMENS 737.4 M LUMENS 752.3 LM LUMENS 781 LM —
WATTS 10W WATTS mnow WATTS 0w

CCT 3000K CCT 3000K CCT 3000K é

>

wn

T

2.5 {558 FCO 1.3 3.1 {11.43 FO 1.5 3.3
A 25 6.2' A 3.0 6.7'

5.1

10.0"

7.6' .. 3.8 9.2 .. 4.6'
10.2' || 5.0 12.3' II A 13.4'
' 154 & 046FC > 7# 167"

Beam Diameter Throw Distance Beam Diameter

Throw Distance Beam Diameter Throw Distance

Lumens %Lamp %Luminaire

Lumens %Lamp %Luminaire

Lumens %Lamp %Luminaire

0-30 357.9 48.5% 48.5% 0-30  390.7 51.9% 51.9% 0-30 396.5 50.8% 50.8%

pe 0-40 6333 85.9% 85.9% 0-40 6423 85.4% 85.4% 0-40 6513 83.4% 83.4%
one Lumen Zone Lumen Zone Lumen

Summary 0-60 730.0 99% 99% Summary 0-60 7442 98.9% 98.9% Summary 0-60 772.2 98.9% 98.9%

60-90 7.6 1% 1% 60-90 8.0 1.1% 1.1% 60-90 8.5 1.1% 1.1%

0-90  737.6 100% 100% 0-90 7522 100% 100% 0-90  780.7 100% 100%

RPA - 8L RPA - 8L

35° Beam, Square Accent 45° Beam, Square Accent
TEST DATE 2019-07-12 TEST DATE 2019-07-12

SERIES RPA3-8L-30K-35°- Square Accent SERIES RPA3-8L-30K-45°- Square Accent
LUMENS 812.2 LM LUMENS 756 LM

WATTS 10w WATTS 10w

CCT 3000K CCT 3000K

43 {7542 70> 24 "o
8.6' A 47 ’
12.8 £ 171FC__ > 7.0 '
~ 22.0'
1700 L 096FC N 95
T\ 275
214 & 062FC_ >y

Throw Distance Beam Diameter

Throw Distance Beam Diameter

Lumens %Lamp %Luminaire

Lumens %Lamp %Luminaire

0-30 3824 47.1%  47.1% 0-30 3405  45%  45.1%
Zonelumen | 0-40 6247  769%  769% Zone Lumen | 0-40  549.0  72.6%  727%
Summary 0-60 801.3 98.7%  98.8% Summary 0-60 7397 97.8%  97.9%
6090 9.8 1.2% 1.2% 6090 159  21%  21%
090 8111  99.9%  100% 0-90 7555 99.9%  100%

CLICK HERE OR VISIT PRODUCT PAGE FOR COMPREHENSIVE TECHNICAL INFORMATION
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PRIME

PRIME 3" LED ARCHITECTURAL
SQUARE FLANGED WALL WASH

AT-A-GLANCE TECHNICAL INFORMATION
RPA - 11L RPA - 11L RPA - 11L

12° Beam, Square Accent 22° Beam, Square Accent 27° Beam, Square Accent
TEST DATE ~ 2019-07-12 TEST DATE  2019-07-12 TEST DATE 2019-07-12

SERIES RPA3-11L-30K-12°- Square Accent SERIES RPA3-11L-30K-22°- Square Accent SERIES RPA3-11L-30K-27°- Square Accent
LUMENS 1040.4 LM LUMENS 1017.4 LM LUMENS 1063.2 LM

WATTS 14 W WATTS 14 W WATTS 14 W

CCT 3000K CCT 3000K CCT 3000K

1.5 3.4

26 (11.22 FO 1.3 3.0 {1756 FO . .
[\ 26' 59 [\ 3.0 69’
7.8 L 125FC > 3.9 8.9’ £ 195FC > 45 10.3'
3 [ A\ 3 8 A A\ 6.0’ 137"

Throw Distance Beam Diameter Throw Distance Beam Diameter Throw Distance Beam Diameter

Lumens %Lamp %Luminaire

Lumens %Lamp %Luminaire

Zone Lumens %Lamp %Luminaire

0-30 579.9 55.7% 55.8% 0-30 569.9 56% 56% 0-30 585.2 55% 55.1%

pe 0-40 921.9 88.6% 88.7% 0-40 8914 87.6% 87.6% 0-40  914.6 86%  86.1%
one Lumen Zone Lumen Zone Lumen

Summary 0-60 1,029.3 98.9% 99.1% Summary 0-60 1,006.8 99% 99% Summary 0-60 1,052.2 99% 99%

60-90 9.7 0.9% 0.9% 60-90 10.3 1% 1% 60-90 10.1 1% 1%

0-90 1,039.0 99.9% 100% 0-90 1,017.1 100% 100% 0-90 1,062.6 99.9% 100%

RPA - 11L RPA - 11L

35° Beam, Square Accent 45° Beam, Square Accent
TEST DATE  2019-07-12 TEST DATE 2019-07-12

SERIES RPA3-11L-30K-35°- Square Accent SERIES RPA3-11L-30K-45°- Square Accent
LUMENS 1108.3 LM LUMENS 1033.7 LM

WATTS 14 W WATTS 14 W

CCT 3000K CCT 3000K

57" 2.8

4.3

1.4 5.6'
8.6’

17.1 8.4'
12.9

228 1.2
17.2

28.5" 14.0"
215 Throw Distance Beam Diameter

Throw Distance Beam Diameter

Lumens %Lamp %Luminaire

Lumens %Lamp %Luminaire

0-30 5690 51.3%  51.4% 0-30 5106 49.4%  49.4%
ZoneLumen | 0-40  888.1  80.1%  80.2% ZoneLumen | 0-40 7821  757%  757%
Summary 0-60 10963 98.9%  98.9% Summary 0-60 1,014.6 98.1%  98.2%
6090 117 11%  14% 6090 190  1.8%  1.8%
090 11,1080 100%  100% 090 11,0336 100%  100%

CLICK HERE OR VISIT PRODUCT PAGE FOR COMPREHENSIVE TECHNICAL INFORMATION
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PRIME

PRIME 3" LED ARCHITECTURAL
SQUARE FLANGED WALL WASH

AT-A-GLANCE TECHNICAL INFORMATION
RPA - 13L RPA - 13L RPA - 13L

12° Beam, Square Accent 22° Beam, Square Accent 27° Beam, Square Accent
TEST DATE ~ 2019-07-12 TEST DATE  2019-07-12 TEST DATE 2019-07-12

SERIES RPA3-13L-30K-12°- Square Accent SERIES RPA3-13L-30K-22°- Square Accent SERIES RPA3-13L-30K-27°- Square Accent
LUMENS 1257 LM LUMENS 1258.1 LM LUMENS 1318.4 LM

WATTS 20W WATTS 20W WATTS 20W

CCT 3000K CCT 3000K CCT 3000K

2.5 (A3.13 FO 1.3 3.0 £25.17 FO 1.5 3.5 £28.31 FO 9
A 2.6' 6.0° A 3.0° 7.1 A 3.9
7.5 £ 1.46FC___ 3.8 9.0’ £ 280FC___ 45 10.6' £ 315FC___ 5.8’

T\ T\ o 5 o

1260 € 053FC____ & 150 & 101FC______—> 75

Throw Distance Beam Diameter Throw Distance Beam Diameter Throw Distance Beam Diameter
Zone Lumens %Lamp %Luminaire Lumens %Lamp %Luminaire Lumens %Lamp %Luminaire
0-30 700.8 55.8% 55.8% 0-30 7698 61.2%  61.2% 0-30 7612 57.7% 57.8%

Zone Lumen 0-40 1,120.9 89.2% 89.3% Zone Lumen 0-40 11,1252 89.4%  89.4% Zone Lumen 0-40 11,1529 87.4% 87.5%

Summary 0-60 11,2451  99.1% 99.1% Summary 0-60 1,248.1 99.2%  99.2% Summary 0-60 1,307.4 992% 99.2%
60-90 10.8 0.9%  0.9% 60-90  10.2 0.8% 0.8% 60-90 10.6 0.8% 0.8%
0-90 1,255.9  99.9% 100% 0-90 1,258.3  100% 100% 0-90 13180 99.9% 100%

RPA - 13L RPA - 13L

35° Beam, Square Accent 45° Beam, Square Accent
TEST DATE  2019-07-12 TEST DATE 2019-07-12

SERIES RPA3-13L-30K-35°- Square Accent SERIES RPA3-13L-30K-45°- Square Accent
LUMENS 1340.3 LM LUMENS 1247.4 LM

WATTS 20 W WATTS 20 W

CCT 3000K CCT 3000K

5.4 £21.26 FO) 2.7

42 2.3 A

10.8 o 5.3
8.5 a7 i\

162 L 458FC___ 8.0’
127 7.0 i\

217 L 258FC_____X\ 107
17.0 9.3 T\

2 S S ——
21.2 0.89 FC 1.7 Throw Distance Beam Diameter

Throw Distance Beam Diameter

Lumens %Lamp %Luminaire

Lumens %Lamp %Luminaire

0-30 5903  44%  44.1% 0-30 5683 45.6%  45.6%
Zone Lumen | 0-40 1,000.7 747%  74.7% ZoneLumen | 0-40 9114 731%  73.1%
Summary 0-60 1,321.2 98.6%  98.7% Summary 0-60 12205 97.8%  97.9%
6090  17.9 13%  1.3% 6090 260  21%  21%
090 1,339.1 99.9%  100% 090 1,2465 100%  100%
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