
APPLICATION:
Retail and commercial recessed ambient lighting

CONSTRUCTION:
Extruded aluminum housing and trim 
Die-formed, cold-rolled steel internal components and external housing

OPTICS:
5W/ft or 10W/ft
Various color temps available
Extruded white acrylic lens, snap-in, 8’ maximum section
Amerlux® exclusive white acrylic lens provides excellent transmission while effectively concealing 
lamp image

ELECTRICAL:
Electronic, 240v constant current driver
1% Dimmable, 0-10v standard
This product complies with IEEE C62.41 for surge endurance up to 3KV. Amerlux recommends us-This product complies with IEEE C62.41 for surge endurance up to 3KV. Amerlux recommends us-
ing additional surge protection with this unit (supplied by others), surge damage is not covered by ing additional surge protection with this unit (supplied by others), surge damage is not covered by 
warranty warranty 
Emergency circuit via remote inverter or auxiliary emergency power supply (by others)

MOUNTING:
For use in gypsum board ceilings
For individual or continuous row applications
Fixture installed before ceiling

LABELING:

For indoor use only

P R O J E C T :

T Y P E :

Example: i-GRUV1.5-GB-LD-10-LED-3500-HW-240-4-IND-CE-0-10V

Cat #:

I-GRUV1.5
LED

G R U VG R U V ®®  1 . 5 ” 1 . 5 ”
I N T E R N A T I O N A L  R E C E S S E D  L I N E A R  L E D

Amerlux reserves the right to change details that do not affect overall function and performance.

 4’ 8’ 
 Wattage  System  System
Driver per foot  watts Amps watts Amps
Electronic 5 240v 21 .09 42 .18 
  10 240v 43 .18 86 .36

ORDERING INFORMATION:

Model

I-GRUV1.5-FLG

I-GRUV1.5-GB

I-GRUV1.5-IS

I-GRUV1.5-J/GB

Lamp 
Type

LED

Finish

HW -  high 
refl ectance
white

Voltage

240

Length 

4 - 4’
8 - 8’
___ -  continuous 

run (consult 
factory)

Driver

0-10V -  0-10v dimming 
(standard)

DALI - EldoLed DALI
LUTRO  N-ECO5 - Lutron 

EcoSystem 5 Series, 
5% dim

ND -  non-dimming driver

Wattage
Per Foot

5
10

Color 
Temp

2700
3000
3500
4000

(see website for details)

Note: Diagrams on page 2Note: Diagrams on page 2

Light Distr./Shielding

LD - lens direct 
SLD -  straight blade 

louver direct with 
overlay, specify 
color: B (blk), 
S (slv), W (wh)

Confi guration

IND - individual
BOR - beginning 
          of run
MOR -  middle of 

run
EOR - end of run

Electrostatic sensitive device, 
observe precautions for 

handling
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Listing 
Code

CE
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I-GRUV1.5
LED

G R U VG R U V ®®  1 . 5 ” 1 . 5 ”
I N T E R N A T I O N A L  R E C E S S E D  L I N E A R  L E D
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Mounting rods & 
hardware 
(by others)

Suspension bracket 
(by Amerlux)

GRUV1.5-FLGGRUV1.5-FLG

V
a

rie
s

Specify

Suspension/alignment brackets
(supplied by Amerlux)
Secure to structure

Mounting rods & 
hardware 
(by others)

Wood ceiling
(by others)

Extruded housing

1/4-20 Bolt, L’ Washer & 
Nut (supplied by Amerlux)

Support method
(by others)

“J” Channel
(by Amerlux)

Hardware 
(by others)

GRUV1.5-J/GBGRUV1.5-J/GB

“J” Channel bracket
(by Amerlux)

GRUV1.5-ISGRUV1.5-IS

Amerlux®, LLC • 178 Bauer Drive, Oakland, NJ 07436 •
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GRÜV 1.5” 5W LED 4FT 3500K
SOURCE: 96 WHITE LEDS  LUMENS: 1840
RECESSED
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45

ALONG

ZONAL LUMEN SUMMARYZONAL LUMEN SUMMARY
Zone Lumens %Fixt
0-30  614 33.36
0-40  958 52.08
0-60  1535 83.42
0-90  1840 100.00
40-90 882 47.92
60-90 305 16.58
90-180 0 0.00
0-180 1840 100.00

Effi cacy = 87.6 Lumens /WattEffi cacy = 87.6 Lumens /Watt

LTL# 695285

COEFFICIENTS OF UTILIZATIONCOEFFICIENTS OF UTILIZATION
Effective Floor Cavity Refl ectance 20%
RC 80RC 80
RW 70 50 30 10 RW 70 50 30 10 
RCRRCR
 0 1.19 1.19 1.19 1.19
 1 1.10 1.06 1.03 0.99
 2 1.02 0.95 0.89 0.8
 3 0.94 0.85 0.78 0.72
 4 0.88 0.77 0.69 0.64
 5 0.81 0.70 0.62 0.56
 6 0.75 0.63 0.55 0.49
 7 0.69 0.57 0.49 0.44
 8 0.65 0.52 0.44 0.39
 9 0.60 0.48 0.40 0.35
 10 0.56 0.44 0.36 0.31

GRÜV 1.5” 10W LED 4FT 3500K
SOURCE: 96 WHITE LEDS  LUMENS: 3263
RECESSED
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ACROSS
45

ALONG

ZONAL LUMEN SUMMARYZONAL LUMEN SUMMARY
Zone Lumens %Fixt
0-30  1082 33.16
0-40  1691 51.83
0-60  2716 83.25
0-90  3263 100.00
40-90 1572 48.17
60-90 547 16.75
90-180 0 0.00
0-180 3263 100.0

Effi cacy = 78.4 Lumens /WattEffi cacy = 78.4 Lumens /Watt

LTL# 695286

COEFFICIENTS OF UTILIZATIONCOEFFICIENTS OF UTILIZATION
Effective Floor Cavity Refl ectance 20%
RC 80RC 80
RW 70 50 30 10 RW 70 50 30 10 
RCRRCR
 0 1.19 1.19 1.19 1.19
 1 1.10 1.06 1.03 0.99
 2 1.02 0.95 0.89 0.84
 3 0.94 0.85 0.78 0.72
 4 0.87 0.77 0.69 0.63
 5 0.81 0.70 0.61 0.55
 6 0.75 0.63 0.55 0.49
 7 0.69 0.57 0.49 0.43
 8 0.65 0.52 0.44 0.39
 9 0.60 0.48 0.40 0.34
 10 0.56 0.44 0.36 0.31

GRÜV 1.5” 5W LED 4FT 3500K
SOURCE: 96 WHITE LEDS  LUMENS: 909
RECESSED
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LTL# 695287

COEFFICIENTS OF UTILIZATIONCOEFFICIENTS OF UTILIZATION
Effective Floor Cavity Refl ectance 20%
RC 80RC 80
RW 70 50 30 10 RW 70 50 30 10 
RCRRCR
 0 1.19 1.19 1.19 1.19
 1 1.12 1.09 1.06 1.04
 2 1.06 1.00 0.96 0.92
 3 0.99 0.92 0.87 0.82
 4 0.94 0.85 0.79 0.74
 5 0.88 0.79 0.72 0.67
 6 0.83 0.73 0.66 0.62
 7 0.78 0.68 0.61 0.56
 8 0.74 0.63 0.56 0.52
 9 0.69 0.58 0.52 0.47
 10 0.65 0.54 0.48 0.43

GRÜV 1.5” 10W LED 4FT 3500K
SOURCE: 96 WHITE LEDS  LUMENS: 1599
RECESSED
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LTL# 695288
ZONAL LUMEN SUMMARYZONAL LUMEN SUMMARY
Zone Lumens %Fixt
0-30  443 48.71 
0-40  633 69.58
0-60  842 92.63 
0-90  909 100.00
40-90 277 30.42
60-90 67 7.37
90-180 0 0.00
0-180 909 100.00

Effi cacy = 43.3 Lumens /WattEffi cacy = 43.3 Lumens /Watt

ZONAL LUMEN SUMMARYZONAL LUMEN SUMMARY
Zone Lumens %Fixt
0-30  776 48.51
0-40  1109 69.33
0-60  1479 92.46
0-90  1599 100.00
40-90 491 30.67
60-90 121 7.54 
90-180 0 0.00
0-180 1599 100.0

Effi cacy = 38.4 Lumens /WattEffi cacy = 38.4 Lumens /Watt

COEFFICIENTS OF UTILIZATIONCOEFFICIENTS OF UTILIZATION
Effective Floor Cavity Refl ectance 20%
RC 80RC 80
RW 70 50 30 10 RW 70 50 30 10 
RCRRCR
 0 1.19 1.19 1.19 1.19
 1 1.12 1.09 1.06 1.03
 2 1.06 1.00 0.96 0.92
 3 0.99 0.92 0.86 0.82
 4 0.94 0.85 0.79 0.74 
 5 0.88 0.79 0.72 0.67
 6 0.83 0.73 0.66 0.62
 7 0.78 0.67 0.61 0.56
 8 0.73 0.63 0.56 0.51
 9 0.69 0.58 0.52 0.47
 10 0.65 0.54 0.48 0.43

FIXTURE DATA:                                                                                                                               Complete photometric data (.ies format) available upon request.

LENS DIRECT

STRAIGHT BLADE LOUVER  DIRECT

Amerlux®, LLC • 178 Bauer Dr, Oakland, NJ 07436 •
 
P: 973.882.5010  F: 973-882.2605 •

 
www.amerlux.com  


