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PROJECT: TYPE: CAT. #: 

6.00”

4.00”
OR 7.00”

3.25”

24.00” - 96.00”

LIGHT SOURCE

CCT

PERFORMANCE UP TO 82 lm/W

HOUSING EXTRUDED ALUMINUM HOUSING

POWER INTEGRATED POWER SUPPLY

LENS

WARRANTY

OPERATING TEMP

LUMEN MAINTENANCE

5-YEAR LIMITED 

-20° C TO 40° C

75,000 HOURS

ETL DRY LOCATION

WEIGHT

VOLTAGE UNIVERSAL 120-277 V

TRANSPARENT ACRYLIC

DIMMING 0-10V DIMMING

FINISH HIGH DURABILITY POWDER COATING

CERTIFICATION

2700K, 3000K, 3500K, 4000K

DIMENSIONS

PROFILE

11W/FT

PERFORMANCE SUMMARY

DETERMINED BY LENGTH OF FIXTURE

EFFICACY

82 lm/W 3512 1132

LUMENS PEAK CANDELA

- - - - - - - -11

COLOR TOLERANCE ± 200

CRI 80

IP66
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PROJECT: TYPE: CAT. #: 

SPECIFICATION

2 3 4 5 6 7 981

11

- - - - - - - -11

CUSTOM COLOR

edge diffuser reduces 80% of the
brightness on the panel edge only. 
does not reduce the brightness on the panel face. 
best for direct view applications.

N

contact factory for exterior applications

available with PRD14 only.
not available in 96".
(T-Grid ceiling & gypsum ceilings)

available with PRD17 only.
not available in 96".
(T-Grid ceiling & gypsum ceilings)

available for multiple fixture runs only.

available for multiple fixture runs only.

available for multiple fixture runs only.
X = pendant length

CONTROLS

VOLTAGE

8 FINISH

9 ACCESSORIES & OPTIONS

2 WATTAGE

1 FIXTURE
4" PARALED

7.5" PARALED

PRDI4

PRDI7

0-10V DIMMING

UNIVERSAL

DIM

UNV ED

SEMI-GLOSS WHITE W

SEMI-GLOSS BLACK BL

SEMI-GLOSS NATURAL

SEMI-GLOSS BRONZE

SEMI-GLOSS SATIN

BR

S

CC

11WATTS/FT 11

3

7

64

5 

CCT

MOUNTING

NOMINAL FIXTURE LENGTH

SURFACE/CEILING

24"

36"

48"

96"

RECESSED

SEMI-RECESSED

SURFACE/CEILING

AIRCRAFT CABLE

PENDANT MOUNT

SMS

24

36

48

96

RCS

SRS

SMM

ACM

PNM-X

2700 K

3000 K

3500 K

4000 K

AIRCRAFT CABLE

PENDANT MOUNT

27K

30K

35K

40K

ACS

PNS-X

EDGE DIFFUSER

contact factory for custom color.
additional charges will apply.

120V-277V

seperate options with dashes

SCSWIVEL CANOPY FOR PENDANT
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PROJECT: TYPE: CAT. #: 

PERFORMANCE

- - - - - - - -11

PEAK
CANDELA

1132

LUMINARE
EFFICACY

82 lm/W

DELIVERED 
LUMENS

3512 lmPRD14

11 WATTS 

FIXTURE

8135PRD14

FIXTURES PER CIRCUIT

11 WATTS

277V

81

120V

35

FIXTURE

PRD17
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PROJECT: TYPE: CAT. #: - - - - - - - -11

SMS -  SURFACE MOUNT,  SINGLE FIXTURE

SMM - SURFACE MOUNT,  MULTIPLE FIXTURE RUN

DIMENSIONS

DIM A
DIM B

LENGTH

24.25"

24"

16.00"
36.25"

36"

16.00"
48.25"

48"

32.00"
96.25"

96"

64.00"

DIM A

DIM B
3"

POWER
FEED

2.50"

7.25"

DIM B
3.00"

3.25"

DIM A

PRD14

PRD17

DIM A2.50"

10.75"

3.25"

POWER
FEED
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PROJECT: TYPE: CAT. #: - - - - - - - -11

DIMENSIONS

ACS -  AIRCRAFT CABLE,  SINGLE FIXTURE

3.25"

DIM B

2.50" DIM A

3.25"

10.75"

2.50"

7.25"

DIM A

Ø4.00" 

Ø4.00" 

WHITE CANOPY

PRD14

PRD17

POWER FEED NON-POWER FEED

WHITE CANOPY

DIM A
DIM B

LENGTH

24.25"

24"

16.00"
36.25"

36"

16.00"
48.25"

48"

32.00"
96.25"

96"

64.00"

POWER FEED LOCATION: 10' SO CABLE (BLACK FINISH) IS PROVIDED TO BE CUT TO DESIRED LENGTH IN THE FIELD

NON-POWER FEED LOCATION:  10' AIRCRAFT CABLE IS PROVIDED TO BE CUT TO DESIRED LENGTH IN THE FIELD. 



PARALED
ILLUMINATED LINEAR BLADES

  WHITE LIGHT SPECIFICATION

4341 Fulcrum Way NE, Rio Rancho New Mexico 87144
Revised Rev.11/24/20
Specifications subject to change without notice 6/9

P.: 505.345.0888 | insightlighting.com

PROJECT: TYPE: CAT. #: - - - - - - - -11

DIM A

2.50"

DIM B DIM C DIM B

POWER FEED

WHITE CANOPYØ4.00" 

DIM A

3.25"

10.75"

3.25"

2.50"

WHITE CANOPYØ4.00" 

7.25"

ACM -  AIRCRAFT CABLE,  MULTIPLE FIXTURE RUN

DIM A
DIM B

LENGTH

DIM C

24.25"

24"

20.12"
24.25"

36.25"

36"

26.12"

36.25"

48.25"

48"

40.12"
48.25"

96.25"

96"

80.12"
96.25"

10' AIRCRAFT CABLE IS PROVIDED TO BE CUT TO DESIRED LENGTH IN THE FIELD. 
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PROJECT: TYPE: CAT. #: - - - - - - - -11

PNS -  PENDANT,  SINGLE FIXTURE

3.25"

2.50"

DIM B

DIM A

3.25"

10.75"

2.50"

7.25"

DIM A

18" MIN.
48" MAX.

18" MIN.
48" MAX.

Ø4.00" 

Ø4.00"

PRD14

PRD17

WHITE CANOPY

POWER
FEED

WHITE CANOPY

DIM A
DIM B

LENGTH

24.25"

24"

16.00"
36.25"

36"

16.00"
48.25"

48"

32.00"
96.25"

96"

64.00"
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PROJECT: TYPE: CAT. #: - - - - - - - -11

PNM -  PENDANT,  MULTIPLE FIXTURE RUN

DIM A

DIM B DIM C DIM B

POWER FEED

WHITE CANOPY

DIM A

WHITE CANOPY

3.25"

2.50"

3.25"

10.75"

2.50"

7.25"

18" MIN.
48" MAX.

18" MIN.
48" MAX.

Ø4.00" 

Ø4.00"

DIM A
DIM B

LENGTH

DIM C

24.25"

24"

20.12"
24.25"

36.25"

36"

26.12"

36.25"

48.25"

48"

40.12"
48.25"

96.25"

96"

80.12"
96.25"
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SRS -  SEMI-RECESSED,  SINGLE FIXTURE

45"

THERMAL PROTECTOR47.12"

6.52" 
ABOVE PLENUM

REFLECTOR

SEMI-RECESSED 
ACRYLIC

4.18"

3" 5.37"

4.62"

RCS -  RECESSED,  SINGLE FIXTURE

ELECTRICAL KNOCK-OUTS

SAFETY CABLE MOUNTING BRACKETS
(SAFETY CABLES BY OTHERS)

47.12"

6.56" 
ABOVE PLENUM

4.62"

5.37"

4.18"

THERMAL PROTECTOR

FULL RECESSED ACRYLIC

REFLECTOR
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